Copyright, 1951, by 
American Telephone and Telegraph Company 


Printed in U.S. 
BELL SYSTEM PRACTICES SECTION P30.551 
Teletypewriter and Manual Issue 3, January, 1951 
Telegraph Station and P.B.X. AT&T Co Standard 


Installation and Maintenance 


LINE CONNECTIONS 
120A1 AND 120B1 SUBSCRIBER SETS 


1.01 This section covers the line connections of the 120A1*] 
and 120B1 Teletypewriter Subscriber Sets. 


1.02 This section is reissued to bring cord, plug and rubber 


covered cordage up to date. 
sry rerMs ——. 
jaa 


(20a Try sus scr fo Tr sup ST 


EUOvE STRAP 
‘SirtY Gur 
200A 
PLUG » 
TOALO sacns 
TW RELAY BOR 
(208) Try sus st (2oBl Try sue. scr tt reas — 
‘cUAY Ox {CONTROL BOX = 


LSIO2 12081 set- 194 TABLE i 


LINE CONNECTIONS 
Ba0.664 12081 AND 12081 
Page t SUB. SETS 


weeny ry sug 
couTece gor 


t 92°53 $405.06 07 onl SUR 
2 73 $4 95 56 97 Cal STRAP 


anode ti cI 


11 tees —_, 


ica) 


bP le 


LSI.03 i204: ser - isn TABLE 


I 
a 


